   TeluCom, LLC    Authorized Telular Master Distributor     877 811 7191

[image: image1.png]AR phonecell® SX5T

SX5T-515C Fixed Cellular Terminal

For SPRINT
* Voice
+ Circuit-Switched Data via
RU1

+ GPSIE911 Position Location
+ Group 3 Analog Fax
- TTYMDD*

Also Featuring

 Easy setup
/7 LEDs for signal strength,
power, message alert and
call status
/ Connects multiple devices
/' Optional PBX rack
configuration
Ideal Applications
- Rapid deployment of
Wireless CONNECTIVITY for wireless services
~ Mobile use not adequately
served by handsets
supplemental equipment - Business and Residential
- Remote site communications

standard telephone, fax, and

= prioaldats caie requie




This Cellular equipment is compatible with other Cellular products such as Amplifiers, Antennas, Rack Shelf systems for varying customer needs. Visit our web site and check out the accessory items.  

Contact us for more information and to assist with getting an ESN to establish service to your equipment.  

MSRP $ 589.00
We offer this equipment below MSRP and extend quantity discounts.

TeluCom, LLC

PO Box 172, 206 High St., Suite 1

New Windsor, MD  21776

Toll Free: 877 811 7191      Fax: 443 293 8937      www.telucomllc.com
  Serving all your Telular equipment needs from 2 locations – Maryland – Nevada

TeluCom, LLC     Authorized Telular Master Distributor     877 811 7191

[image: image2.png]Phonecell® SX5T-515C
For SPRINT

TELULAR

Features
it swiched ot o i RELL*
 Group 3 salog fxt
* Compatiblewith popula supplementary sevices inchuding
cllr 1D, callwin, 3wy calling, sud al Forwacdig ¢

* DTMF and pulse-diling
+ Astomatc end-of dizlng (s0 SEND key)

+ Suppostz up to ive phose: (5 REN)

+ Emergency batesy backsp

+ Basy set-up using DTMF telephone

+ Builtn signal srength indication

+ Simple desktop o wall-moust instalston.
+ Sk EVRC and 13k QCELP voeoder support

Connectivity Options
Optonalvindow mount patch panel GPS antenna
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‘+ Subject 10 nerwork availabili:

Specifications

Ai Interface Standard
- TLAVEIATS 20004
Transmit Power
- 250=W (3d8m)
Frequency Ranges
Teauem Receive
- PCS(COMA) 1900 165019100 1930-1990 Mz
Dimensions and Weight
Memc (o) 182 W % S1H x 2111
S Gaches) 71 W x 208 x 831
ks 05To)
Environment
Operting tespera snge: 10°C 0 -S0°C
ersge temperse range: 40°C to -~ 60°C
iy 410 95% (non condening)
Intelligent RJ-11 Interface
Ringer equiaience mumber (REN) 5.0

© BTN Eamistion
LED Indicators

fesage siaus
- ON/OFF hook satus
Connectors
+ Tovo R-IL it jacks forelphone, Group 3 nslog .
or g daa
+ Datapar for cireuit siched

e (sl dos bl eed)
"TNC e commecor (50 o)
A comecio o GPS tems
DC pover et sk
Antenna
+2 dBi dipole astensa icluded
+Optional bigher gan antema:
+ Options window o pach pane] GPS antezma
AC:0-DC Switching Power Supply (Incluc
ek 20" 00UAE (netuce)
+ Frequency: SU60 iz
* Plug opiens: US.
Emergency Battery Backup (Optional)
+ 4 AR bateres provid up o | how lk me and wp t0 35
o of sty
External Battery Backup (Optional)
"+ Provides up to 3.5 hows tlk e and up o 15 howrs





We are experienced in working collaboratively with Solutions Providers. 

Contact us for more information and to assist with getting an ESN to establish service to your equipment.  
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